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    Specifications 
 

Model  Production*  Power Usage  Weight# Membranes 
Number        gpd/gph/lph           volts/amps/kwh   lbs/kg            Qty/Model# 
 
ISL-400A 709/29.5/111.8 115/13.9/1.6  160/72.7 3/SW30-2521 
 
# All weights are approximations. 
 
*Standard Test Conditions: 
 Pressure: 900 psi 
 Water: 35,000 ppm, pH 7, Temp 77F/25C 
 Product Flow:  +/- 15%  
  
 
Operating Pressures: 
 High Pressure Pump: 900 psi 
 Booster Pump: 10 psi min. 20-30 psi normal. 
 Product water: < 15 psi 
 
 
Inlet Thru-hull; ¾” Minimum. Forward facing scoop and cleanable strainer recommended. 
    Not sharable with other equipment. 
 
Overboard Thru-hull; ½” Minimum. Must be above the waterline. 
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Contact Information 
 
 
To Order Parts visit www.watermakers.com and click on the Parts Tab to use the online 
order form. 
 
For Sales, Service and Technical inquiries, e-mail info@watermakers.com 
 
Or, contact us direct at the factory: 
  

Watermakers, Inc. 
2233 S. Andrews Avenue 

Fort Lauderdale, Florida 33316 
Phone 954-467-8920 
Fax 954-522-3248 

Toll Free 1-800-34FRESH 
 


